


 

ANNUAL INSPECTION FORM 

Build up of dirt & debris 

Build up of fungal growth 

Physical damage 

Construction debris 

Strippable film 

Faulty fasteners 

Site cut edges 

Penetrations 

Remove debris and wash these areas 

Remove growth and wash these areas 

Assess the extent of the damage or breakdown and either repair it with 

touch up paint, replace the panel or over paint using a specialist contractor 

Immediately remove all debris 

Remove the film and wash these areas with an appropriate solution 

Replace the fasteners and any missing caps 

Use approved maintenance products  

Use specialist contractors and approved maintenance products 



Maintenance report completed by 

Date of report 

Date of next scheduled survey 
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CŀǎǘŜƴŜǊǎ ϧ CƛȄƛƴƎǎ 

{ŜŀƭŀƴǘΣ CƛƭƭŜǊ .ƭƻŎƪǎ 

ϧ Lƴǎǳƭŀǝƻƴ ¢ŀǇŜ 

CƭŀǎƘƛƴƎǎ  

Build up of  dirt/debris 

 

Build up of fungal growth 

 

Damage to coating 

 

Exposed cut edges 

 

Penetrations 

Broken or missing washers or covers 

 

Inappropriate and/or corroding 

Broken or missing washers or covers 

 

Inappropriate and/or corroding  

Build up of  dirt/debris 

 

Build up of fungal growth 

 

Damage to coating 

 

Exposed cut edges 

 

 

 

 

ANNUAL INSPECTION FORM 

Please refer to checklist for remedial action 




